Technical conditions for the installation of stairs, sill boards and skirting boards of stairs.
The main principle for mounting stairs, sill boards and the skirting boards of stairs is to embed precast elements in the mortar beds, at the same time separated from each other by strips, so that the embedded Terrazzo precast component has expansion conditions for its natural thermal expansibility.
The placing of type SD stairs, i.e..the tread and riser, is shown in Fig.  2 and 3, where the application of mortar in the area of the step in a length of up to 1000 mm and a tread with a length over 1000 mm in a length of "1" is shown. Risers are laid in the same way. Figure 2 shows the laying of the sill board on the brickwork and the socle. The sill board is laid in accordance with Fig. 2 and 3.
Figure  4 shows the laying of type LS and LSS stairs, where the tread is laid in accordance with Fig. 2 and  3, the riser is left free without fasteners.
The principle shown in Fig.  5 is applied for mounting the stairs of types SD, LS, and LSS.
[image: image1.jpg]R JEA + TIZLT L
00), 200 100, 100 160 o,
4900

j’ OBR 4 OBR' 2 °
T T cam. kAl
BEX VIDUCHOVE MRZERY

OBR..3 OBR &

OBR § |

7Y I ] I 1 1 1R
|
o b,
| e t
t

A K e

of

y—

o VabUOW MEEEDA





